
R

C/ Vereda de los Barros, 67 Nave A-B
Pol. Ind. Ventorro del Cano
28925 - Alcorcon - Spain
Tel. 91 633 34 93            www.sachvac.com
Fax. 91 633 49 31           info@sachvac.com

VAC digital 1.6-1.8
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VAC digital 1.6-1.8
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VAC digital panel label
Panel support

LCD panel
Presure sensor

tube of pressure sensor 
Power transformer

PCB
Panel lower

Dust container VAC 1.6
Window dust container VAC 1.6
Window dust container VAC 1.8

Dust container VAC 1.8
Handle

Handle stick
Handle lock

Cyclonic cone
Cyclonic cone seal

Middle tank
Cap

Sealing ring
Mu�er sponge

Motor mask
Sealing ring

Motor mu�er
Sealing ring

Coupling piece upper tank
Sealing ring
Upper tank

Electrical supply cable
Low voltage cable

Cable clamp
Reset swich

Anti-shake ring of motor
Motor holder

Thermal sensor
Thermal sensor holder

Motor
Anti-vibration ring of motor

Rubber joint sealing of hepa �lter
Hepa �lter upper lid

Hepa �lter
Hepa �lter lower lid

Easy-klik
Pro-Tecta sealing ring

Pro-Tecta �lter
Hanging bracket for VAC 1.6
Hanging bracket for VAC 1.8

Panel upper


